ΤΕΧΝΙΚΕΣ ΠΡΟΔΙΑΓΡΑΦΕΣ
	Α/Α
	ΕΙΔΟΣ
	ΠΕΡΙΓΡΑΦΗ
	ΠΟΣΟΤΗΤΑ

	1
	FIREWALL
	
	

	1.1
	ASA5585-S10X-K9
	ASA 5585-X Chas with SSP10,8GE,2SFP+,2GE Mgt,2 AC,3DES/AES
	2

	1.2
	ASA-SSP-10-INC
	ASA 5585-X SSP-10 with 8GE,2SFP, incl with bundle
	2

	1.3
	ASA5585-BLANK-HD
	ASA 5585-X Hard Drive Blank Slot Cover
	4

	1.4
	ASA5585-PWR-AC
	ASA 5585-X AC Power Supply
	2

	1.5
	SF-ASA558X-8.4-K8
	Software release ASA 8.4
	2

	1.6
	ASA5500-ENCR-K9
	ASA 5500 Strong Encryption License (3DES/AES)
	2

	1.7
	ASA-AC-E-5585
	AnyConnect Essentials VPN License - ASA 5585-X (Max Users)
	2

	1.8
	ASA-AC-M-5585
	AnyConnect Mobile - ASA 5585-X (req. Essentials or Premium)
	2

	1.9
	ASA5585-SEC-PL
	ASA 5585-X Security Plus License (Enables 10G SFP+ Ports)
	2

	1.10
	CAB-AC-2500W-EU
	Power Cord, 250Vac 16A, Europe
	4

	1.11
	ASA5585-PWR-AC
	ASA 5585-X AC Power Supply
	2

	1.12
	SFP-10G-SR
	10GBASE-SR SFP Module
	4

	1.13
	ASA-VPN-CLNT-K9
	Cisco VPN Client Software (Windows, Solaris, Linux, Mac)
	2

	2
	ΥΠΟΣΤΗΡΙΞΗ
	 
	

	2.1
	3 έτη
	 ΝΑΙ
	

	2.2
	CON-SNT-A85S1XK9
	ΝΑΙ - SMARTNET 8X5XNBD ASA 5585-X Chas with SSP10,8GE,2SFP,2GE
	6

	
	
	
	

	Α/Α
	ΕΙΔΟΣ
	ΠΕΡΙΓΡΑΦΗ
	ΠΟΣΟΤΗΤΑ

	3
	ROUTER
	
	

	3.1
	CISCO3945-SEC/K9
	Cisco 3945 Security Bundle w/SEC license PAK
	2

	3.2
	3900-FANASSY
	Cisco 3925/3945 Fan Assembly (Bezel included)
	2

	3.3
	C3900-SPE150/K9
	Cisco Services Performance Engine 150 for Cisco 3945 ISR
	2

	3.4
	ISR-CCP-EXP
	Cisco Config Pro Express on Router Flash
	2

	3.5
	MEM-3900-1GB-DEF
	1GB DRAM (512MB+512MB) for Cisco 3925/3945 ISR (Default)
	2

	3.6
	MEM-CF-256MB
	256MB Compact Flash for Cisco 1900, 2900, 3900 ISR
	2

	3.7
	SL-39-IPB-K9
	IP Base License for Cisco 3925/3945
	2

	3.8
	SL-39-SEC-K9
	Security License for Cisco 3900 Series
	2

	3.9
	PWR-3900-AC
	Cisco 3925/3945 AC Power Supply
	2

	3.10
	PWR-3900-AC/2
	Cisco 3925/3945 AC Power Supply (Secondary PS)
	2

	3.11
	CAB-ACE
	AC Power Cord (Europe), C13, CEE 7, 1.5M
	4

	3.12
	FL-39-HSEC-K9
	U.S. Export Restriction Compliance license for 3900 series
	2

	3.13
	S39UK9-15102T
	Cisco 3925-3945 IOS UNIVERSAL
	2

	4
	ΥΠΟΣΤΗΡΙΞΗ 
	
	

	4.1
	3 Έτη
	ΝΑΙ
	

	4.2
	 CON-SNT-3945SEC
	 SMARTNET 8X5XNBD Cisco 3945 Security Bundle w/SEC license
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	5
	Υπηρεσίες εγκατάστασης παραμετροποίησης του συνόλου του εξοπλισμού


	· Ενσωμάτωση υφιστάμενου εξοπλισμού στο νέο περιβάλλον

· Έλεγχος καλής λειτουργίας του εξοπλισμού

· Αποτίμηση Ευπαθών Σημείων του προσφερόμενου εξοπλισμού και του εξοπλισμού που είναι εγκατεστημένος στην ζώνη DMZ


	ΝΑΙ

	6
	Υπηρεσίες παραμετροποίησης του εξοπλισμού σε μεταγενέστερη φάση 
	Ο ανάδοχος υποχρεούται να παρέχει υπηρεσίες παραμετροποίησης του προσφερόμενου εξοπλισμού σε περίπτωση που αυτό απαιτηθεί εκ νέου από τις Υπηρεσίες της Βουλής και για διάστημα τριών ετών από την παραλαβή του.


	ΝΑΙ


	7
	Πληροφορίες που αφορούν τον υπό απόσυρση εξοπλισμό
Πληροφορίες που αφορούν τον υπό απόσυρση εξοπλισμό

	Primary Firewall

--------------------------------

Hardware:   PIX-525, 256 MB RAM, CPU Pentium III 600 MHz

Flash E28F128J3 @ 0xfff00000, 16MB

BIOS Flash AM29F400B @ 0xfffd8000, 32KB

Encryption hardware device : VAC (IRE2141 with 2048KB, HW:1.0, CGXROM:1.9, FW:6.

5)

0: Ext: Ethernet0           : address is 000a.411e.f2f8, irq 10

1: Ext: Ethernet1           : address is 000a.411e.f2f9, irq 11

2: Ext: Ethernet2           : address is 000f.a3e9.f424, irq 11

3: Ext: Ethernet3           : address is 000f.a3e9.f425, irq 10

4: Ext: Ethernet4           : address is 000f.a3e9.f426, irq 9

5: Ext: Ethernet5           : address is 000f.a3e9.f427, irq 5

6: Ext: Ethernet6           : address is 000f.a3d2.64d0, irq 11

7: Ext: Ethernet7           : address is 000f.a3d2.64d1, irq 10

8: Ext: Ethernet8           : address is 000f.a3d2.64d2, irq 9

9: Ext: Ethernet9           : address is 000f.a3d2.64d3, irq 5

Licensed features for this platform:

Maximum Physical Interfaces : 10

Maximum VLANs               : 100

Inside Hosts                : Unlimited

Failover                    : Active/Active

VPN-DES                     : Enabled

VPN-3DES-AES                : Enabled

Cut-through Proxy           : Enabled

Guards                      : Enabled

URL Filtering               : Enabled

Security Contexts           : 2

GTP/GPRS                    : Disabled

VPN Peers                   : Unlimited

This platform has an Unrestricted (UR) license.

Serial Number: 806261898

Failover Firewall

------------------------------

Hardware:   PIX-525, 256 MB RAM, CPU Pentium III 600 MHz

Flash E28F128J3 @ 0xfff00000, 16MB

BIOS Flash AM29F400B @ 0xfffd8000, 32KB

Encryption hardware device : VAC (IRE2141 with 2048KB, HW:1.0, CGXROM:1.9, FW:6.

5)

0: Ext: Ethernet0           : address is 0009.e8e5.3e1f, irq 10

1: Ext: Ethernet1           : address is 0009.e8e5.3e21, irq 11

2: Ext: Ethernet2           : address is 00e0.b605.c383, irq 11

3: Ext: Ethernet3           : address is 00e0.b605.c382, irq 10

4: Ext: Ethernet4           : address is 00e0.b605.c381, irq 9

5: Ext: Ethernet5           : address is 00e0.b605.c380, irq 5

6: Ext: Ethernet6           : address is 00e0.b605.c04b, irq 11

7: Ext: Ethernet7           : address is 00e0.b605.c04a, irq 10

8: Ext: Ethernet8           : address is 00e0.b605.c049, irq 9

9: Ext: Ethernet9           : address is 00e0.b605.c048, irq 5

Licensed features for this platform:

Maximum Physical Interfaces : 10

Maximum VLANs               : 100

Inside Hosts                : Unlimited

Failover                    : Active/Standby

VPN-DES                     : Enabled

VPN-3DES-AES                : Enabled

Cut-through Proxy           : Enabled

Guards                      : Enabled

URL Filtering               : Enabled

Security Contexts           : 2

GTP/GPRS                    : Disabled

VPN Peers                   : Unlimited

This platform has a Failover Only-Active/Standby (FO) license.

Serial Number: 406280197
Cisco Router 
-----------------------------------------
Cisco 7204VXR (NPE400) processor (revision A) with 114688K/16384K bytes of memory.

Processor board ID 26819460

R7000 CPU at 350MHz, Implementation 39, Rev 3.3, 256KB L2 Cache

4 slot VXR midplane, Version 2.6

2 FastEthernet interfaces

4 Serial interfaces

125K bytes of NVRAM.

47040K bytes of ATA PCMCIA card at slot 0 (Sector size 512 bytes).

8192K bytes of Flash internal SIMM (Sector size 256K).
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